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1. A cement plant 1‘5 situated oast of the town of Hranice (P 50/0 25) on the
Hranice-Valasske Mezirioi railroad line, not far from the point whore the
Belotin = Novy Jicin state road orosses the tracks.

2, The plant is about 200 meters to the south of the Hranice - Belotin - Novy
Jicin state road, and about 30 to 50 meters east of the rallroad line.
Further to the southwest of the new buildings is an old lime kiln, which
is stlll beingworked. ‘

3. In July 1953, the construction of buildings was nearing the last stage. The
sotting-up of equipment began, Building was done by the. Prostejov.= Hranice
branch of Prumatav, Netlonal.Bnterprise.

L. Most of the machinery cams from Hast Uermany, e.g.,crushors. lhese are new
machines supplied to Ruasia as war roparations by i]ast Cormany and sold to
Czechoslovakia by the USSR,

5, Machinery was assembleod by workers from Bast Gemmany. Electrical equipment
wag supplied by the Bnergovod (formerly Energostav) plant in Prague II,
Dittrichova 21, The pneumatic-operated switches and circuit breakers, piston
rods, ourrent and tension converters wore supplied by Hungary. The parts
supplied by Hungary were of lower than average quality. The 100 KN distribu=-
tor was of Czech origin. ‘ o ‘

6, According to an estimate based on the rate of progress of the assembly of

electrical distributors, the cement works may start production in about spring
1954, These cement works will probably be the largest in Czechoslovakia.
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7. Description (numbera“refer to Annex A)z
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The maln entrance to the works is n the Hranice = Bélotin state high~
way, about 150 meters to the east of the railroad ‘line. A new road
branches off the main road and wooden gates have been put up on it.
The west side is not fenced. 'l‘he aastern part is partially fenced.

On the other side of the rf*
the CSSZ (Czechoslovak Cons g
10 x 5 meters, ‘

"?,;j__.s a guard ost with civilian guards of
: ' 3. It is a wooden building,

s is a shop and a movie theater for

A larger wooden building >
x 12 meters, -

the bu:.lding workers,

Two sma.ll brick houses, 25 x 10 meters, one' containing the Prumstav
offices and the other a first-aid post.. - .

Five wooden huts for building worksrs employad here. The huts are 25 x
10 meters. '

Several wooden and brick buildings, roughly 25 x 10 meters, used as
stores, as offices of individual sectors of the construction, and as
living quarters,

Guardhouse of the powsr station; a brick, two-story building, still
under construction in September 1953, 8 x 5 meters.

The cement works extend north to sout.h about 300 meters and east to west
300 to LOO meters, and are bordersd by the railroad track (8) leading to
the lime kiln in the west and by the high tens:.on line on the east (9).
e Trebovice power
_,"s line.

The high tension line is the orig:.na.l old 11ne from,
station, ' The new cement works will be connected t

An L-shapsd, brick kitchen Vuilding, m~§t01y. The ionger wing with the "
anmnex, still under construction, measurss”about 60 x 10 meters. The
shorter wing of the kitchen is 20 x 10 meters.

A concrete building, called the "silo®, It is shaped in a triple ellipso
gbout 60 rmeters long, 15 meters wide.'at its widest point, and about 15 °
meters high with a flat roo¥, ' Ground’ cemont is put hers before processing.

A second so-called "silo". Its moaaurementa are the same as the first
and it was finished in September 1953, while the first was not yet under
roof.

A large brick building, which looks like a production hb.ll, 30 x 80 meters. -
Thie building will pmbn.bly be uaod for storage.

Conorete bullding ror the 100 XV distributor, entirely of reinforoced
ooncrete, 80 x 30 meters, In- the northern end of this building, whioh

is divided into two stories, is the 100 KV distributor of Czech manuface
ture. The lead-in wire is on the roof and will be connected to the highw
tension line, The line is probably 100 KV. The southern part of this
building is oocupied by a 6 XV distributor and the western half will
probably be used as & machine shop, In September 1953 moh:.nu, probo.bly
punping equiphent, were belng assembled here,

A new double~track railroad line., At the end of the track, thero 18 a
building, 30 x 20 meters, vd.t.h & loading ramp.

Building with loading ramp.

A twoestory building whioh will be the udministrativo build'.\.ng of the
cement works, 30 x 12 meters,

Another brick, one-story building. A storehouse and a Pramen food shop,
Lo x 10 meters, '
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Mechanical repai: shop equipped With three,‘@,mes', a forge and a joiners'.
shop, in a wooden ouilding, 30 x 20 meters. " S

(20) . Chimney, about 60 meters high. f&

(21) The cement works extend east of the chimney and.are entirely of reirforced
concrete, They consist 6f two buildings comnected by a double pipeline
roughly three meters above ground: .

(a) The western building is the larger one, about LO x 20 meters, and
will probably have:two stories., In this_ building is the equipment
for the cement works proper. The pipelineg® comecting the two
buildings rests on reinforced concrete supports and is of metal, 60
meters longe

(b) The second ouilding is smaller, also of reinforced concrete, with
wio stories, 20 x 22 meters. A bridge extends from the first build-
ing to the quarry, and will probably carry a conveyor. The bridge is
constructed of iron. :

(22) A second 6 KV distributor of Hungarian origin in a new reinforced concrete
. building. In the eastern part are two transformers, also of Hungarian
origin,

(23) South of the workshops and the distributor there is a smaller brick build~
ing,8 x 18 meters (not shown on sketch).

(2l) A third 6 KV distributor, situated in the wood about 600 meters south of
the chimney. It is I-shaped, 20 x 15 meters and 20 x 5 meters. The
equipment of this distributor is of Hungarian manufacture and partly
Czech. The distributor in the wood is to have a parallel commection
with the distributor near the workshops and is to be used only for the
quarry, where a new electric excavator has been installed. The connec-
tion is by underground cable. )

(25) Unidentified building.

The original guarry begins at the edge of a pine forest in the direction of
the village of Kostelicek. The supply of material in the quarry seems almost
inexhaustible.

9. About 300 workers, including assembly and building workers, are employed on
this project. The building workers work two shifts,
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